
LOOP HANGERS

Heavy Duty Adjustable Band Hanger
• Size Range: 1/2” through 8” 
• Surface Finish: Electro-zinc plated
• Recommended for the suspension of stationary 

non-insulated pipe lines
• Features a retained insert nut to ensure that the 

loop hanger and insert nut stay together
• Conforms with Federal Specification WW-H-171 (Type 10), 

Manufacturers Standardization Society (MSS) SP-58 and 
SP-69 (Type 10)

Heavy Duty Adjustable Band Hanger
• Size Range: fits 1/2” through 2” model 100 loop hangers
• Surface Finish: CADDY® COAT Black
• Restricts the upward surge movement of 

activated fire sprinkler systems
• Meets NFPA® 13 requirements
• One size fits 1/2” thru 2” sizes of the model 

100 loop hanger
• Grips the loop hanger – not the nut – allowing 

fine tuning for height adjustment
• Installs without tools

Part Nominal RS A B Max. Rec.        
Number Pipe Size Load (lbs)

1000050EG 1/2" 3/8” 2-3/4” 1” 300
1000075EG 3/4" 3/8” 3-1/16” 1” 300
1000100EG 1" 3/8” 3-5/16” 1” 300
1000125EG 1-1/4" 3/8” 3-9/16” 1” 300
1000150EG 1-1/2" 3/8” 3-13/16” 1” 300
1000200EG 2" 3/8” 4-1/4” 1” 300
1000250EG 2-1/2" 1/2” 5-5/8” 1-1/4” 1000
1000300EG 3" 1/2” 6-9/16” 1-1/4” 1000
1000350EG 3-1/2" 1/2” 7” 1-1/4” 1000
1000400EG 4" 5/8” 7-3/4” 1-5/16” 1100
1000500EG 5" 5/8” 9-1/8” 1-5/16” 1100
1000600EG 6" 3/4” 10-5/8” 1-9/16” 1250
1000800EG 8" 7/8” 13-1/8” 1-5/8” 1250

3/4” - 8” 1/2” - 8”
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SWIVEL LOOP HANGER 100
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